MACHINE TYPE |CASE CX135SR

SERIAL No 13U0371

BOGIE No 1952

EQUIPMENT 4m73 Monoboom + 2m10 dipper
DATE 27 November 2004

THIS MACHINE IF EQUIPPED WITH A LIFTWATCH 5R RATED CAPACITY INDICATOR. THIS RCI IS DESIGNED TO
COMPLY WITH RAILTRACK STANDARD GM/RT1300. PLEASE READ AND FULLY UNDERSTAND THE OPERATING
INSTRUCTIONS BEFORE USING THIS EQUIPMENT.

ROAD LEVEL ROAD @ 71% of tipping load
1a SECTOR 360°

OSC.AXLE [N/

20 25 30 35 40 45 50 55 60 65 7.0

7.0 452a 427a 332 .
6.0 4152 427a 4202 364  3.03
5.0 3852 413a 4342 440 362 304 259
4.0 631a 5852 534 427 353 298 256 222
3.0 506 409 340 280 250 218 192
2.0 479 390 327 280 243 213 188
1.0 460 376 316 271 237 208 186
0.0 4462 452 368 300 266 232 206 184
1.0 480a 585 450 365 308 263 231 205
2.0 807b 590 453 367 308 285 232
3.0 623b 573 461 374 344 272
4.0

NOTES |Radius/height are given in METRES. Loads are given in TONNES, and assume that the
load is suspended vertically below the bucket pin with no other equipment attached.
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MACHINE TYPE | CASE CX135SR
SERIAL No 1300371 i
BOGIE No 1952
EQUIPMENT  |4m73 Monoboom + 2m10 dipper o
DATE 27 November 2004

RAIL I 0 to 50mm CANT @ 66% of tipping load

2a it H

SECTOR | £45° over fixed axle
|| OSC.AXLE | FLOAT (LIFT & CARRY) 0-50mm
2.0 2.5 3.0 3.5 4.0 45 5.0 5.5 6.0 6.5 7.0
70 268 214 174
6.0 268 215 176 147 123
5.0 330 257 208 1M 144 122 104 082
4.0 237 193 161 137 117 100 081
3.0 175 148 127 110 0985 076 060
2.0 158 136 118 103 087 070 056
1.0 1.47 1.27 110 097 080 065  0.53
0.0 173 143 122 1068 091 075 062 051
1.0 2200 74 1 43 210 0030511000 =1 0.74° 1 0162
2.0 228 0 TR SR R s 07 1092 H0'78
3.0 PR TS 17 R S O S )
4.0
[ Rai 0 to 50mm CANT @ 66% of tipping load
Za "a’ SECTOR +45° over fixed axle
OSC. AXLE | LOCKED (STATIC LIFT ONLY) =
2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 346 285 239
6.0 345 286 241 206 178
5.0 399a 336 279 237 203 177 15 135
4.0 3.17 2686 227 1.97 1.72 1.52 1.34
3.0 249 215  1.88 166 147 131 117
2.0 233 203 179 159 142 127 115
1.0 2.24 195 172 153 138 124 112
0.0 2.59 220 1.91 1.88 1.50 1.35 1.22 1.1
1.0 3485 V2at v220 |IA008 167 L 49 e 4iasit g o)
2.0 323 C 264 220 402060 - BT = AST
-3.0 33t 270 228 497 174
4.0
NOTES | Radius/height are given in METRES. Loads are given in TONNES, and assume that the
load is suspended vertically below the bucket pin with no other equipment attached.
PAGE | 20f7




2bia

MACHINE TYPE |CASE CX135SR
SERIAL No 13U0371
BOGIE No 1952
EQUIPMENT 4m73 Monoboom + 2m10 dipper
ETE 27 November 2004
RAIL 0 to 50mm CANT @ 66% of tipping load

SECTOR +45° to £135° Operation
OSC. AXLE | FLOAT (LIFT & CARRY) 0-50mm
2.0 2.5 3.0 3.5 4.0 45 5.0 55 6.0 6.5 7.0
7.0 208 161 127 -
6.0 208 162 129 104 078
5.0 260 197 15 124 101 076 053 033
4.0 175 140 114 092 068 049 032
3.0 120 100 077 058 041 027 014
2.0 102 082 063 046 033 021 0.10
1.0 086 068 051 037 026 015 007
0.0 1.07 082 061 045 032 021 012 005
-1.0 1.42 1.08 0.82 0.59 0.43 0.30 0.20 012
2.0 147 112 08 062 045 033 024
-3.0 156 120 096 071 056
4.0
|| RAIL 0 10 50mm CANT @ 66% of tipping load
2 b *al SECTOR +45° to +135° Operation
OSC.AXLE | LOCKED (STATIC LIFT ONLY) i
2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 345 252 192 ’ )
6.0 344 253 195 154 123
5.0 3992 328 243 188 150 122  1.00 072
4.0 297 223 175 141 116 096 0.7
3.0 197 157 129 1.07 087 065 047
2.0 173 141 117 088 077 058 043
1.0 158 120 108 088 068 052 039
0.0 200 153 123 102 082 063 048 037
1.0 202 200 152 W20 it 079" RR0,62 0.48
2.0 300 207 15 124 103 083 066
-3.0 316 248 165 132 110
-4.0 =y
NOTES |Radius/height are given in METRES. Loads are given in TONNES, and assume that the
load is suspended vertically below the bucket pin with no other equipment attached.
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MACHINE TYPE |CASE CX135SR
SERIAL No 1300371
BOGIE No 1952
EQUIPMENT 4m73 Menoboom + 2m10 dipper
DATE 27 November 2004 [
i. ) |[rarL 0 to 50mm CANT @ 66% of tipping load ri‘l:&
2 a SECTOR +45° over oscillating axle
c ) H OSC.AXLE | FLOAT (LIFT & CARRY) 0-50mm
2.0 2.5 3.0 35 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 228 179 142
6.0 227 180 145 118 097
5.0 283 217 172 140 115 085 071 049
4.0 195 157 129 108 087 066 048
3.0 138 116 098 077 058 043 029
2.0 120 103 084 066 050 037 025
1.0 110 092 073 057 043 032 022
0.0 129 106 08 086 051 038 028 020
-1.0 1.68 1.30 1.05 0.84 064 0.50 0.38 0.28
2.0 173 184 108 087 067 1052 042
-3.0 182 141 145 096 076
-4.0
RAIL 0 to 50mm CANT @ 66% of tipping load
20 ‘a’ | SECTOR | 4457 over oscillating axie
0SC.AXLE | LOCKED (STATIC LIFT ONLY)
2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 405 289 247 o
6.0 404 290 220 173 138
5.0 390a 38 279 213 168 136 111 086
4.0 351 257 199 159 130 107 085
3.0 228 180 146 121 101 078 059
2.0 202 162 133 111 083 072 054
1.0 186 149 123 104 084 066 050
0.0 242 1.80 143 1.18 0.99 0.79 0.62 048
1.0 370 244 180 142 116 088 077 062
-2.0 3.80 250 1.84 144 1.18 1.00 0.82
3.0 398 262 183 152 126
40 ‘
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NOTES |Radius/height are givén in METRES. Loads are given in TONNES, and assume that the
load is suspended vertically below the bucket pin with no other equipment attached.




|MACHINE TYPE | CASE CX135SR -
SERIAL No 13U0371

BOGIE No 1952

EQUIPMENT 4m73 Monoboom + 2m10 dipper

|DATE 27 November 2004

3ai@

RAIL [50 to 150mm CANT @ 6% of tipping load T —

| T
SECTOR | £45° over fixed axie
50-150mm

|[osc. axte  TFLOAT (LIFT & CARRY)
20 25 30 35 40 45 650 655 60 65 7.0

7.0
6.0
5.0
4.0
3.0
2.0
1.0
0.0
-1.0
20
-3.0
4.0

1.84 147 1.18
1.84 1.47 1.20 0.99 072
222 1.74 141 1.16 0.95 0.7 0.51 0.32
1.56 1.28 1.08 0.85 064 0.46 0.31
1.1 0.92 0.72 0.54 0.39 0.26 0.14
0.94 0.75 0.58 0.44 0.32 0.21 011
0.80 0.62 0.48 0.36 0.25 0.16 0.08
0.98 0.74 0.56 042 0.31 0.21 0.13 0.06
125 099 074 055 040 020 020 013
129 102 077 058 043 031 024
137 109 08 065 051

3a *a* SECTOR +45° over fixed axle

RAIL 50 to 150mm CANT @ 66% of tipping load

OSC. AXLE LOCKED (STATIC LIFT ONLY)

2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 284 224 180
6.0 283 224 182 150 125
5.0 355 272 217 177 147 124 105 083
4.0 250 201 166 140 119 102 082
3.0 181 152 130 111 096 077 060
2.0 163 139 120 104 08 071 056
1.0 152 130 112 098 08 065 052
0.0 1.81 1.48 1.25 1.08 0.93 0.76 0.62 0.51
1.0 235 182 148 124 107 091 075 062
2.0 240 186 151 126 108 094 079
30 | 249- 193 450 132 115 ;
e s T = =
NOTES |Radius/height are given in METRES. Loads are given in TONNES, and assume that the

load is suspended vertically below the bucket pin with no other equipment attached.
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MACHINE TYPE | CASE CX135SR

SERIAL No 1300871
BOGIE No 1952 ) )
EQUIPMENT 4m73 Monoboom + 2m10 dipper

DATE 27 November 2004

RAIL [ 50 to 150mm CANT @ 66% of tipping load M‘:

bt secron s o s oporen 50-150mm

OSC.AXLE | FLOAT (LIFT & CARRY)

2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 ' 168 131 1.03
6.0 | 1.67 1.31 1.05 0.78 0.52
5.0 l 2.05 1.57 1.24 1.00 073 0.50 0.31 013
4.0 1.38 1.1 0.87 0.63 0.43 0.27 0.13
3.0 0.90 0.67 0.49 0.33 0.19 0.08 0.00
20 0.65 0.49 0.35 0.22 0.1 0.02 0.00
1.0 0.50 0.36 0.24 0.14 0.05 0.00 0.00
0.0 0.65 0.44 0.29 0.18 0.08 0.00 0.00 0.00
1.0 100 066 044 028 016 007 000 000
2.0 105 072 048 031 018 009  0.03
E) 113 082 087 039 027
4.0
RAIL 50 to 150mm CANT @ 66% of tipping load

3 b 'ai SECTOR 245" to £135° Operation

OSC. AXLE LOCKED (STATIC LIFT ONLY)

2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0
7.0 249 185 141 |
6.0 248 18 144 114 086
5.0 330 235 177 138 110 084 058 035
4.0 2.08 1.59 1.26 1.01 0.75 0.53 0.34
3.0 136 110 087 063 044 028 014
2.0 1.14 0.93 0.70 0.51 0.35 0.22 0.10
1.0 101 077 057 041 027 016  0.06
0.0 123 09 069 049 034 022 012 004
1.0 75 125 095 067 047 032 021 012
2.0 182 130 099 071 050 035 025
3.0 184 139 107 081 061
4.0 ; 5

NOTES |Radius/height are given in METRES. Loads are given in TONNES, and assume that the
load is suspended vertically below the bucket pin with no other equipment attached.
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MACHINE TYPE |CASE CX135SR "
SERIAL No 13U0371 .
BOGIE No 1952
EQUIPMENT 4m73 Monoboom + 2m10 dipper
DATE 27 November 2004
i . RAIL 50 to 150mm CANT @ 66% of tipping load H
3 & SECTOR +45° over oscillating axle
c " [osc. Axte | FLOAT (UFT & CARRY) o 50-150mm
20 25 30 35 40 45 50 55 60 65 710
| 7.0 175 139 11
6.0 1.75 1.40 1.14 0.91 0.64
5.0 211 165 133 109 086 063 043 025
4.0 147 120 100 076 056 039 024
3.0 103 082 063 046 032 020 008
2.0 082 065 049 036 024 014 005
1.0 068 052 039 028 018 009 001
0.0 085 062 046 033 023 014 006 000
1.0 114 08 062 045 031 021 013 006
2.0 118 092 066 047 034 023 016
3.0 126 100 074 055 042
4.0
RAIL 50 to 150mm CANT @ 66% of tipping load
3c 'a‘ SECTOR +45° over oscillating axle
OSC.AXLE |LOCKED (STATIC LIFT ONLY)
20 25 30 35 40 45 50 55 60 65 7.0
7.0 217 175 142
6.0 216 175 144 120 100
5.0 261 207 168 140 147 089 077 056
4.0 188 155 130 111 093 073 055
3.0 138 118 102 084 066 051 037
2.0 123 107 091 073 058 045 033
1.0 143 099 081 065 052 040 030
00 | 130 110 083 075 060 048 037 029
1.0 164 131 109 092 073 058 047 037
2.0 166 135 112 094 075 061 050
3.0 176 141 147 101 084
4.0

}NOTES | Radius/height are given in METRES, Loads are given in TONNES, and assume that the
|load is suspended vertically below the bucket pin with no other equipment attached.
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