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MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%

0

1

2

3

4

5

6

7

0
5 10

15
20

25
30

35

40

45

50

55

60

65

70

75

80

85

90

95

100

105

110

115

120

125

130

135

140

145

150
155

160
165

170175
180

185190
195

200
205

210

215

220

225

230

235

240

245

250

255

260

265

270

275

280

285

290

295

300

305

310

315

320

325

330
335

340
345

350 355

Max Capacity Contours of Radius(m) Plots  2.1m Dipper
Gradient 1 in -25 Height 2m Lift ALP

Locked Rail Cant -150mm

1 2 3 4 6

Up
Cant

Down
Cant

Pivot End

Fixed End 

Units in Tonnes

File Ref: Case 988 231295 Load Charts 25 of 60 Date Chart Printed: 04/04/2018



  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 71.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 71.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 47.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 47.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 67.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 90.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 71.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 71.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 45.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 60.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 47.0%
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  Case 988

MACHINE & MODEL: Case 988 REFERENCE:

COMMENT:

SERIAL No: 231295 DATE OF CHART: 4-Apr-2018
EQUIPMENT: 4.37m + 2.12m SAFETY FACTOR: 47.0%

0

1

2

3

4

5

6

7

0
5 10

15
20

25
30

35

40

45

50

55

60

65

70

75

80

85

90

95

100

105

110

115

120

125

130

135

140

145

150
155

160
165

170175
180

185190
195

200
205

210

215

220

225

230

235

240

245

250

255

260

265

270

275

280

285

290

295

300

305

310

315

320

325

330
335

340
345

350 355

Max Capacity Contours of Radius(m) Plots  2.1m Dipper
Level Ground Height 2m Lift QH - Tandem Lift

Locked Road

1 2 3 4 6

Pivot End

Fixed End 

Units in Tonnes

File Ref: Case 988 231295 Load Charts 60 of 60 Date Chart Printed: 04/04/2018


